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IN WALL
05-2835-54-54

The photograph may not match the reference
exactly. Please read the product description to
identify the finish.

Download photometric file .ldt /.ies

DESCRIPTION

Wall recess mounted fitting made of anti-corrosion treated metal. Decorative surround in
grey/silver epoxy finish metal plate. Anodised matt aluminium asymmetric reflector and
transparent tempered glass. Available in three versions according to size and light source.
For halogen lamps, compact fluorescent lights and T5 fluorescent lights (ballast included).

TECHNICAL CHARACTERISTICS

Type: Wall fixture

IP Protection degrees: IP20

Bulb: 1 x LED Cree. Warm White - 3000K

Power (W): 1,2

Luminous efficacy (Lm/W): 74

CRI: 80

Angle of the optics/Reflector: 25º

Voltage / Frequency: 100-240V/50-60Hz

Warranty (Years): 2

Option to extend the guarantee: Yes, 5 years

Units per box: 50

Net Weight (Kg): 0.14

EAN: 8435111066294,00

MATERIALS / FINISHES

Structure material: Anodized aluminium

GEAR

Multi-voltage electronic gear included (110-240 V / 50-60 Hz)

http://www.leds-c4.com/fm/05-2835-54-54.html


Luminaria Ensayo Lámpara
Código 05-2835-54-54 Código 05-2835-54-54 Código LAMP 05-2835-54-54
Nombre Aplique WALL 1x1.2W led prisma NombreAplique WALL 1x1.2W led prisma Número 1
Familia - LEDS C4 LEDS Fecha 26-07-2010 Posición Universal

Eficiencia 100.00% Sist. de Coorden. C-G Flujo Total  39.45 lm

Valor Máximo 334.98 cd Posición C=0.00 G=0.00 Bisimétrico
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