
24

CONSTANTIN WORTMANN / 2010         

SPILLO outdoor /



26

CONSTANTIN WORTMANN / 2010         

SPILLO outdoor floor /



28

CONSTANTIN WORTMANN / 2010         

SPILLO outdoor fix /



30

SPILLO OUTDOOR |
1 x 21W E27 (E26US) Fluo

SPILLO OUTDOOR FLOOR |
1 x 21W E27 (E26US) Fluo

SPILLO OUTDOOR FIX |
1 x 25W E27 (E26US) Fluo
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Outdoor floor lamp (IP65). Rotational-moulded polyethy- 
lene diffuser. Orange neophrene cord set with IP65 con-
nector. Available with either a peg to enable installation 
into the ground, a base or a  surface mounted base.

Lampada da terra per esterni (IP65). Diffusore in polieti-
lene stampato in rotazionale. Cavo elettrico in neoprene 
arancione con connettore IP65. Disponibile nella versio-
ne a picchetto, con base o con dispositivo fissabile a 
pavimento.

Außenbodenleuchten (IP65). Mit Polyethylendiffuser 
in Rotomoulding. Orangefarbenes Neoprenkabel 
mit IP 65 Verbindungseinheit. Wahlweise verfügbar 
mit  Bodenspieß, Bodenplatte oder verschraubbarer 
Bodenplatte.

Lampadaire pour extérieur (IP65). Diffuseur en polyéthy-
lène moulé par rotation. Câble électrique en néoprène 
orange avec dispositif de connexion IP65. Disponible 
avec piquet, à poser ou avec une système de fixation au sol.

Lámpara de pie para exteriores (IP65). Difusor de 
polietileno estampado en rotacional. Cable eléctrico de 
neopreno color naranja con conexión IP65. Disponible 
en la version con piqueta, con base o con dispositivo 
de fijacion a suelo.

w
hi

te
  


	cover
	catalogo_6MB.pdf



