
Leds-c4 reserves the right to make the necessary technical changes they deem adequate, in order to improve the
features of the product.
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(+34) 973 468 100
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IN TORONTO
30-4354-81-M1Design by Benedito Design

The photograph may not match the reference
exactly. Please read the product description to
identify the finish.

Download photometric file .ldt /.ies

TECHNICAL CHARACTERISTICS

Type: Fan

RPM: 96/163/213

IP Protection degrees: IP20

Lampholder: 1 x 2GX13

Power (W): 2GX13 55W

Total power consumption (W): 118

Voltage / Frequency: 230V/50Hz

Warranty (Years): 2

Units per box: 1

Net Weight (Kg): 7.47

EAN: 8435111076903,00

MATERIALS / FINISHES

Structure material: Steel Diffuser material: Acrylic

Structure finish: Satin nickel Diffuser finish: Matt opal

Blades material: Plywood

Blades finishes: Textured grey
Wenge-painted finish

http://www.leds-c4.com/fm/30-4354-81-M1.html
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 OPTIONAL ACCESORIES
71-1843-81-81

Structure material: Steel
Structure finish: Satin nickel

71-1844-81-81

Structure material: Steel
Structure finish: Satin nickel



Luminaria Ensayo Lámpara
Código 30-5354-81-M1 Código 30-4354-81-M1 Código FC 55 W/830
Nombre Luminaria 1x55W 2GX13 opal NombreLuminaria 1x55W 2GX13 opal Número 1
Familia - LEDS-C4 Fecha 30-07-2010 Posición Universal

Eficiencia  56.05% Sist. de Coorden. C-G Flujo Total 4200.00 lm

Valor Máximo 359.87 cd Posición C=0.00 G=140.00 Bisimétrico
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