
Leds-c4 reserves the right to make the necessary technical changes they deem adequate, in order to improve the
features of the product.
Please consult the sales team to clarify any doubt.

(+34) 973 468 100
leds-c4@leds-c4.com

www.leds-c4.com

OUT GEA
55-9266-Y4-37

The photograph may not match the reference
exactly. Please read the product description to
identify the finish.

Download photometric file .ldt /.ies

TECHNICAL CHARACTERISTICS

Type: Downlight

Adjustable ±15º on the vertical axis

IP Protection degrees: IP67

IK Protection degrees: IK08

Lampholder: 1 x G5

Power (W): G5 54W

Voltage / Frequency: 230V/50-60Hz

Warranty (Years): 2

Units per box: 2

Net Weight (Kg): 9.875

EAN: 8435111049655

MATERIALS / FINISHES

Structure material: Stainless steel AISI304
Extruded aluminium

Diffuser material: Glass

Structure finish: Polished Diffuser finish: Tempered

GEAR

Gear included: Yes, electronic

http://www.leds-c4.com/fm/55-9266-Y4-37.html


Luminaria Ensayo Lámpara
Código 55-9266-Y4-37 Código 55-9266-Y4-37 Código TL5 HO sup80 54W/840
Nombre Lum. empotrada 1x54W T5 NombreLum. empotrable P-65 T5 1x54W Número 1
Familia - LEDS-C4 Fecha 12-11-2008 Posición Universdal

Eficiencia  53.53% Sist. de Coorden. C-G Flujo Total 4450.00 lm

Valor Máximo 353.23 cd/klm Posición C=0.00 G=0.00 Bisimétrico
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