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DESCRIPTION
%> May be flush mounted into the floor. Body produced in techno-polymer, with an AlISI 304
i . stainless steel surround and a tempered glass diffuser. 6,500K LED light source comprising
o = 15 0.1W LED lights with a total output of 160 lumens. 2.5 m lead wire supplied. 230V.

Driver included. Includes 3.000K warm light filter and 4 colour filters (yellow, green, blue
and red). Its wire outlets on both sides makes it suitable for an array installation Includes
flush mounting box.

TECHNICAL CHARACTERISTICS

Type: Downlight
The photograph may not match the reference IP Protection degrees: P67
Z);ancﬁg.ch’Lefai:ieS:ad the product description to IK Protection degrees: K08
Bulb: 15 x LED. Cold White - 6500K
Power (W): Tw
Luminous efficacy (Lm/W): 107
- @1 3 - Voltage / Frequency: 230V/50-60Hz
_ Warranty (Years): 2
Option to extend the guarantee: Yes, 5 years
Units per box: 8
1 7 Net Weight (Kg): 0.63
EAN: 8435111053546
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MATERIALS / FINISHES
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Gear included: Yes, electronic

Download photometric file .Idt /.ies

Leds-c4 reserves the right to make the necessary technical changes they deem adequate, in order to improve the (+34) 973 468 100
features of the product. leds-c4@leds-c4.com
Please consult the sales team to clarify any doubt. www.leds-c4.com


http://www.leds-c4.com/fm/55-9282-Y4-T2.html
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OPTIONAL ACCESORIES

71-9448-CA-CA

Structure material: Stainless steel AISI316
Structure finish: Polished

Leds-c4 reserves the right to make the necessary technical changes they deem adequate, in order to improve the (+34) 973 468 100
features of the product. leds-c4@leds-c4.com
Please consult the sales team to clarify any doubt. www.leds-c4.com
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Luminaria Ensayo Lampara
Codigo  55-9282-Y4-T2 Codigo 55-9282-Y4-T2 Caédigo 55-9282-Y4-T2
Nombre Uplight 15Leds x 0.1W Blanco NombreUplight 15 leds x 0.1W blanco Numero 1
Familia - LEDS-C4 Fecha 21-11-2008 Posicién Universal
Eficiencia 99.96% Sist. de Coorden. C-G Flujo Total 27.67 Im
Valor Maximo 586.59 cd/kim Posicion C=0.00 G=0.00 Bisimétrico
Diam=125mm Incasso Semiplanos C
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TECNOPOLIMERO

TECHNOPOLYMER 0114
= -

SN
o 2
L 3

| -

0

[
D82
7125

CAUA DE EMPOTRAR
FLUSH FITTING BOX

CRISTAL TEMPLADO ARENADO INTERIOR
TEMPERED GLASS SANDFROSTED INSIDE

ACERO INOXIDABLE AlSI 304
STAINLESS STEEL AlSI 304
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OUTDOOR

IN=5mm
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