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TECHNICAL CHARACTERISTICS
Type: Focus
Adjustable +90° on the horizontal axis.
IP Protection degrees: IP65
IK Protection degrees: IK09
Lampholder: 1x E27
Power (W): E27 Max.23W
Voltage / Frequency: 220-240V/50-60Hz
Warranty (Years): 2
Units per box: 4

The photograph may not match the reference Net Weight (Kg): 0.855

exactly. Please read the product description to

identify the finish. EAN: 8435381400194
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MATERIALS / FINISHES

Structure material: High purity Diffuser material: Polycarbonate
aluminium
—t Structure finish: Urban grey Diffuser finish: Matt
Download photometric file .Idt /.ies
Leds-c4 reserves the right to make the necessary technical changes they deem adequate, in order to improve the (+34) 973 468 100
features of the product. leds-c4@leds-c4.com

Please consult the sales team to clarify any doubt. www.leds-c4.com


http://www.leds-c4.com/fm/55-9701-Z5-M3.html
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OPTIONAL ACCESORIES

71-9487-Z5-Z5

Structure material:
Structure finish:

Galvanized steel
Urban grey
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71-9746-05-05

Structure material:
Structure finish:

Polycarbonate
Black

Leds-c4 reserves the right to make the necessary technical changes they deem adequate, in order to improve the

features of the product.
Please consult the sales team to clarify any doubt.

(+34) 973 468 100
leds-c4@leds-c4.com
www.leds-c4.com



55-9349, 55-9701

POLICARBONATO TRANSPARENTE MATE

TRANSFPARENT MATT POLYCARBONATE 165

1717

) ACERO INOXIDABLE
P STAINLESS STEEL

ALUMINIO DE ALTA PUREZA

HIGH QUALITY ALUMINUM
1/ Q

241

152

20,

ol
O
o

PLANTILLA DE INSTALACION
INSTALLATION TEMPLATE
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