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TECHNICAL CHARACTERISTICS
Type: Downlight
—_— IP Protection degrees: IP65
Lampholder: 1xGU5.3
Power (W): GU5.3 50W
Voltage / Frequency: 12V/50Hz
Warranty (Years): 2
Units per box: 18
Net Weight (Kg): 0.29
EAN: 8435111080337,00

The photograph may not match the reference
exactly. Please read the product description to

identify the finish.
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MATERIALS / FINISHES
h @425
106 |’ Structure material: Aluminium Diffuser material: Glass
Structure finish: White Diffuser finish: Satin
80 GEAR

Necessary equipment not included. For more information check website / catalogs / sales
organization.

Download photometric file .Idt /.ies

Leds-c4 reserves the right to make the necessary technical changes they deem adequate, in order to improve the (+34) 973 468 100
features of the product. leds-c4@leds-c4.com
Please consult the sales team to clarify any doubt. www.leds-c4.com


http://www.leds-c4.com/fm/90-4349-14-B9.html
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Report No.:

Test Time: 2013-04-15 10:31

Luminaire Property

Luminaire Category: RECESSED LIGHT
Luminaire Manufacturer: LEDS-C4
Lamp Description: MR16

Lumens per Lamp: 274.2

Luminous Width (mm): -44

Voltage: 219.8 V

Power: 41.40 W

Photometric Results

Luminaire Description: 90-4349
Lamp Catalog: halogen lamp
Number of Lamps: 1

Luminous Length (mm): -44
Luminous Height (mm):
Current: 0.189 A

Power Factor: 0.993

CIE Class: Direct

Measurement Flux: 233.1 Im
Downward Ratio: 85.02%
Luminaire Efficacy Rating (LER): 6
Max. Intensity: 391.24 cd

Total Rated Lamp Lumens: 274.2 Im
Efficiency: 85.02%

Upward Ratio: 0.00%

Central Intensity: 386.19 cd

Pos of Max. Intensity: HO V3

Luminous Intensity Distribution Curve
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Test Lab: LEDS-C4
Test Type: TYPE C
Temperature: 25.4
Operator:

Test Device: GPM-1800
Distance: 10.158 m
Humidity: 64
Inspector:
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