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Zerodieci T5.T7 
Prandina R&D, 2010

Struttura: metallo 
verniciato bianco opaco. 
Diffusore: vetro soffiato 
bianco lucido o satinato. 

Structure: white painted metal.
Diffuser: glossy or satin 
opal white blown glass.

Struktur: Metall matt weiß lackiert. 
Diffusor: geblasenes Glas 
satiniert oder glänzend.

Structure: métal peint mat blanc.
Diffuseur: verre soufflé 
blanc opalin ou brillant.

Estructura: metal 
barnizado blanco opaco. 
Difusor: vidrio soplado 
blanco satinado o brillante.
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Zerodieci PE T7 
Prandina R&D, 2010

Struttura: metallo 
verniciato bianco opaco. 
Diffusore: polietilene rotazionale 
opalino bianco. Interruttore incorporato 
sul cavo (T7 INDOOR). Indice di 
protezione IP44 (T7 OUTDOOR).

Structure: white painted metal.
Diffuser: opal white roto-moulded 
polyethylene. Switch on power 
cord (T7 INDOOR).
IP44 protection (T7 OUTDOOR).

Struktur: Metall matt weiß lackiert. 
Diffusor: Polyethylen weiß, hergestellt 
im Rotationsspritzgussverfahren 
Schnur-Zwischen-Schalter (T7 INDOOR). 
Schutzklasse IP44 (T7 OUTDOOR).

Structure: métal peint mat blanc.
Diffuseur: polyéthylène roto 
opaline blanc. Interrupteur 
sur câble (T7 INDOOR). 
Protection IP44 (T7 OUTDOOR).

Estructura: metal 
barnizado blanco mate. 
Difusor: polietileno rotacional opalino 
blanco. Cable con interruptor 
(T7 INDOOR). Proteccion IP44 
(T7 OUTDOOR).
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