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η=68,4 %
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H
(m)

Emed 
(lux) 

D
(m) 

1 6253.42 0.32

2 1563.42 0.63

3 694.85 0.95

4 390.86 1.26      
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1 1371.09 0.69

2 342.77 1.38 

3 152.34 2.08

4 85.69  2.77      
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1 2742.18 0.69

2 685.55 1.38 

3 304.69 2.08

4 171.39 2.77      
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ALU

GLASS

PC

10º

ACT-9127-11-00 Filtro / Filter /
Filtre / FilterACT-9131-11-00

ACT-9127-08-00 Filtro / Filter /
Filtre / FilterACT-9131-08-00

ACT-9127-25-00 Filtro / Filter /
Filtre / FilterACT-9131-25-00

ACT-9127-24-00 Filtro / Filter /
Filtre / FilterACT-9131-24-00

ACT-9135-60-00
Panal de abeja / Honeycomb 
/ Rayon de miel / Honigwabe

Accesorios / Accessories / Accesoires / Zubehör

HIT-T G12 70W  24º

η=63,97 %

H
(m)

Emed 
(lux) 

D
(m) 

1 10440 0.44

2 2610 0.87

3 1160 1.31

4 653 1.74      0° 15°15°30° 30°
0-180º cd90-270º
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HIT-T G12 35W  24º

η=63,97 %

H
(m)

Emed 
(lux) 

D
(m) 

1 5220 0.44

2 1305 0.87

3 580 1.31

4 326 1.74      
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Preparado para lámparas LED / Suitable for LED lamps
Préparé pour lampes LED / Für LED-Lampen

24

LEDS-C4 Architectural

Spotlights and Tracks / Viax




