
METROPOLI
Type:   Wall, Ceiling

Light source: Halogen, fluorescent or LED* according to the optics  

 

  whereby either halogen or fluorescent lamps may be  
  used. Metropoli is now proposed with LED sources for a  

  prismatic glass or in opal polycarbonate (waterproof).

Certifications:              

Insulation class:

Awards:   Compasso d’Oro ADI Milano 1994, prize

Reference code:  D20/17P       1D2017P00020 painted alu
    1D2017P00019 polished alu

  D20/17V        1D2017V00020 painted alu
    1D2017V00019 polished alu

  D20/27P       1D2027P00020 painted alu
    1D2027P00019 polished alu

  D20/27V       1D2027V00020 painted alu
    1D2027V00019 polished alu

    D20/38P      1D2038P00020 painted alu
    1D2038P00019 polished alu

  D20/38V      1D2038V00020 painted alu
    1D2038V00019 polished alu

IP65
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Lamp

D20/17

D20/17.1
28W HSGSA
E14

D20/27

D20/17.3
60W HSGST
G9

D20/27.1
70W HSGSA
E27

D20/27.1
LED
E27

D20/27.1
15W FBT
E27

D20/27.3 EL
26W FSQ
G24 d-3
G24 q-3

D20/17.6
8W LED

D20/27.9
LED 17W
main power
3000K

Lamp

D20/38V D20/38V - D20/38P

D20/38.1
105/140W
HSGST
E27

D20/38.1
LED
E27

D20/38.1
20/23W FBT
E27

D20/38.2
2x70W
HSGST
E27

D20/38.2
2xLED
E27

D20/38.2
2x20/23W FBT
E27

D20/38.4 EL
2x26W FSQ
G24 q-3

 

*The LED lamps cannot be changed in the luminaire

www.luceplan.com  

For outdoor versions do not use the polish finish)

only for D20/17V only for D20/27V

only for D20/27V

only for D20/27V

only for D20/17V

only for D20/17P

only for 
D20/27P


