
CONSTELLATION
Jehs + Laub

Wall and ceiling lamp. Widespread light, ideal for general illumination. Constellation features a EN AB 46100 die-casted
aluminium body and PBT self extinguishing base (rating: UL-94 5-VB, thickness: 1.6 mm). The diffuser is in moulded

glass, with internal prismatic surface. The body and the base are joined by a die-casted aluminium hinge. In the outdoor
version the body and base are sealed by means of stainless steel bolts (protection rating: IP55). The body of

Constellation outdoor is available in grey.
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CONSTELLATION
Jehs + Laub

INDOOR Ø 17 E14 FLUO/HALO/LED

Lamping
Source E14 P45

Total power 60W

Emission diffused

Switching dimmable acording to bulb

Tension 230V

Ip class 53

Materials aluminium + glass

Codes Structure Diffuseur

LC1 IEG 32 aluminium

LC1 IEL 32 polished

LC1 IED 32 grey

Package 1
Dimensions 27x27x12

Gross weight 12 Kg
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CONSTELLATION
Jehs + Laub

INDOOR Ø 17 LED

Lamping
Source LED board

Total power 16W

Emission diffused

Switching dimmable TRIAC

Tension 115 / 230V

Color temperature 3000K

Luminous flux 2560lm

Typ cri 80

Materials aluminium + glass

Codes Structure Diffuseur

LC1 ILG 32 aluminium

LC1 ILL 32 polished

LC1 ILD 32 grey

Package 1
Dimensions 27x27x12

Gross weight 12 Kg
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CONSTELLATION
Jehs + Laub

INDOOR Ø 27 E27 FLUO/HALO/LED

Lamping
Source E27 A60

Total power 75W

Emission diffused

Switching dimmable acording to bulb

Tension 230V

Ip class 53

Materials aluminium + glass

Codes Structure Diffuseur

LC2 IEG 32 aluminium

LC2 IEL 32 polished

LC2 IED 32 grey

Package 1
Dimensions 37x37x22

Gross weight 3 Kg
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CONSTELLATION
Jehs + Laub

INDOOR Ø 27 LED

Lamping
Source LED board

Total power 16W

Emission diffused

Switching dimmable TRIAC

Tension 115/230V

Color temperature 3000K

Luminous flux 2560lm

Typ cri 80

Materials aluminium + glass

Codes Structure Diffuseur

LC2 ILG 32 aluminium

LC2 ILL 32 polished

LC2 ILD 32 grey

Package 1
Dimensions 37x37x22

Gross weight 3 Kg
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CONSTELLATION
Jehs + Laub

INDOOR Ø 37 E27 FLUO/HALO/LED

Lamping
Source E27 A60

Total power 2x75W

Emission diffused

Switching dimmable acording to bulb

Tension 230V

Ip class 53

Materials aluminium + glass

Codes Structure Diffuseur

LC3 DEG 32 aluminium

LC3 DEL 32 polished

LC3 DED 32 grey

Package 1
Dimensions 47x47x23

Gross weight 4 Kg
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CONSTELLATION
Jehs + Laub

OUTDOOR Ø 17 E14 FLUO/HALO/LED

Lamping
Source E14 P45

Total power 60W

Emission diffused

Switching dimmable acording to bulb

Tension 230V

Ip class 55

Materials aluminium + glass

Codes Structure Diffuseur

LC1 OED 32 silver grey

Package 1
Dimensions 27x27x12

Gross weight 12 Kg
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CONSTELLATION
Jehs + Laub

OUTDOOR Ø 17 LED

Lamping
Source LED board

Total power 16W

Emission diffused

Switching dimmable TRIAC

Tension 115/230V

Color temperature 3000K

Luminous flux 2560lm

Typ cri 80

Ip class 55

Materials aluminium + glass

Codes Structure Diffuseur

LC1 OLD 32 silver grey

Package 1
Dimensions 27x27x12

Gross weight 12 Kg
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CONSTELLATION
Jehs + Laub

OUTDOOR Ø 27 E27 FLUO/HALO/LED

Lamping
Source E27 A60

Total power 75W

Emission diffused

Switching dimmable acording to bulb

Tension 230V

Ip class 55

Materials aluminium + glass

Codes Structure Diffuseur

LC2 OED 32 silver grey

Package 1
Dimensions 37x37x22

Gross weight 3 Kg
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CONSTELLATION
Jehs + Laub

OUTDOORØ 27 LED

Lamping
Source LED board

Total power 16W

Emission diffused

Switching dimmable TRIAC

Tension 115/230V

Color temperature 3000K

Luminous flux 2560lm

Typ cri 80

Ip class 55

Materials aluminium + glass

Codes Structure Diffuseur

LC2 OLD 32 silver grey

Package 1
Dimensions 37x37x22

Gross weight 3 Kg
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CONSTELLATION
Jehs + Laub

OUTDOOR Ø 37 E27 FLUO/HALO/LED

Lamping
Source E27 A60

Total power 2x75W

Emission diffused

Switching dimmable acording to bulb

Tension 230V

Ip class 55

Materials aluminium + glass

Codes Structure Diffuseur

LC3 OED 32 silver grey

Package 1
Dimensions 47x47x23

Gross weight 4 Kg


