
Square
NEMO STUDIO

Ceiling, wall, semi-recessed and on a 3 phase track flamp, for orientable QR111 LED or halogen bulbs. Matt white
powder coated aluminium. Electronic transformer integrated in ceiling, wall and on track version.
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Square
NEMO STUDIO

HALO TRACK

Lamping
Source G53 QR111

Total power 60W 

Emission orientable

Switching dimmable TRIAC

Tension 230V

Materials Steel

Notes 90Â° orientable bulb, bulb not

included

Codes Structure Diffuseur

SQR HWW 81 white

SQR HNN 81 black
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Square
NEMO STUDIO

LED / HALO RECESSED

Lamping
Source G53 QR111

Total power 30W LED/60W HALO

Emission orientable

Switching dimmable TRIAC, according to bulb

Tension 230V

Materials Steel

Notes recessed hole: Ã˜8Ã—Hmin5cm, 90Â°

orientable bulb, bulb not included

Codes Structure Diffuseur

SQR LWW 71 white

SQR LNN 71 black
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Square
NEMO STUDIO

LED

Lamping
Source G53 QR111

Total power 30W

Emission orientable

Tension 230V

Materials Steel

Notes 90Â° orientable bulb, bulb not

included

Codes Structure Diffuseur

SQR LWW 41 white

SQR LNN 41 black

Package 1
Dimensions 16x18x15

Gross weight 0.97 Kg
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Square
NEMO STUDIO

HALO

Lamping
Source G53 QR111

Total power 60W 

Emission orientable

Switching dimmable TRIAC

Tension 230V

Materials Steel

Notes 90Â° orientable bulb, bulb not

included

Codes Structure Diffuseur

SQR HNN 41 black

SQR HWW 41 white
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Square
NEMO STUDIO

LED TRACK

Lamping
Source G53 QR111

Total power 30W

Emission orientable

Tension 230V

Materials Steel

Notes 90Â° orientable bulb, bulb not

included

Codes Structure Diffuseur

SQR LWW 81 white

SQR LNN 81 black

Package 1
Dimensions 16x18x15

Gross weight 0.16 Kg


