FLOS Technical Specifications

Smithfield Suspension Led

by Jasper Morrison , 2009

Suspension lamp with direct light. Aluminium body. Available in
gloss black, white or MUD. Injection-moulded opalescent
methacrylate diffuser. Steel ceiling attachment with steel
suspension cable. Three-pole electric cable in PTFE double
insulation, working length 400 cm.

Mounting Pendant

Environment Indoor

Finish White, MUD, Black

Weight 5 Kg

Light sources 108 x LED 30W 2700K CRI90 2791Im
available

Emergency Without

Voltage 220-240V

Power 30W

Battery No

Supply included Yes

Cord Length 4000 mm

w Materials Aluminum, Methacrylate

Colors @ r 1367030 - Black
‘ F1367009 - White

@ r1367021 - Mud
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FLOS Technical Specifications

Smithfield Suspension

by Jasper Morrison , 2009

Suspension lamp with direct light. Aluminium body. Available in
gloss black, white or MUD. Injection-moulded opalescent
methacrylate diffuser. Steel ceiling attachment with steel
suspension cable. Three-pole electric cable in PTFE double
insulation, working length 400 cm.

Mounting Pendant

Environment Indoor

Finish White, MUD, Black

Weight 5 Kg

Light sources 1 x HD R7s 230W Dimmable 115MM Pro 2950K
available 5000Im - RF19252

Emergency Without

Voltage 220-250V

Power MAX 230W

Battery No

Supply included Yes

Cord Length 4000 mm

w Materials Aluminum, Methacrylate

Colors @ r 1360030 - Black
‘ F1360009 - White

@ r1360021 - Mud
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