
341

Marco Pagnoncelli - 2011

Energy class A++, A+, A, B, C, D, E

Registered designModello depositato

Classe energetica A++, A+, A, B, 
C, D, E

Outdoor ceiling/wall light, 
available with aluminium structure 
only and white (BI), old brown 
(OB) finish.

SALSOLA OUTSIDE products are 
treated with anti-corrosive coatings. 
A protective undercoat, tested for 
700 hrs in saline fog and a colour 
finish, tested for 240 hrs in saline fog, 
ensure these products an extremely 
long life.

The products may vary slightly in 
size due to the fact that they are 
manufactured predominantly by 
hand.

I prodotti SALSOLA OUTSIDE cono 
sottoposti a trattamenti anticorrosivi.
Una protezione di fondo, testata a 
700 h in nebbia salina, più la finitura 
colore, testata a 240 h in nebbia 
salina, assicurano una notevole 
durata nel tempo.

Le dimensioni dell’oggetto possono 
risultare variabili, in virtù della sua 
realizzazione in gran parte manuale.

Plafoniera/applique per esterni, 
disponibile solo nella versione 
struttura d’alluminio con finiture 
bianco (BI), old brown (OB).

S A L S O L A

A

Art. W V Attacco/Socket A cm

SALSOLA48P-OU1 E27 max 70w o
Energy saving

48

SALSOLA65P-OU1 E27 max 105w
o Energy saving

65

SALSOLA85P-OU1 E27 max 140w
o Energy saving

85

CL I IP55

OBBI


