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Registered design

Energy class A++, A+, AClasse energetica A++, A+, A

Modello depositato

Spotlight in turned aluminium 
for trimless recessed, wall or 
ceiling installation. Lighting part 
in transparent polycarbonate and 
sticking part in different finishing. 
Suitable as step light.
Supplied with 220V LEDs not 
requiring a power supply unit.
Available in: white liquid enamel 
(BI).

Faretto in alluminio tornito
da incasso a scomparsa,
da parete o soffitto, con parte 
luminosa in policarbonato 
trasparente più tappo sporgente 
in diverse finiture. Utilizzabile 
come segnapasso. Illuminazione 
a LED 220V che non necessita di 
alimentatore.
Finiture colore: bianco laccato a 
liquido (BI).

B O T T O N

Art. W V Lumen ° K Led A cm B cm C cm D cm E cm

BOTTON7 4,5 220 330 3000 7 6 4,7 1,9 8,5
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cod.
CA.7
CA.9
CA.12

cod.
CA.7L
CA.9L
CA.12L

Controcassa
Gesso

BI

COD. CONTROCASSE CARTONGESSO
WALL HOUSING FOR PLASTERBOARD

COD. CONTROCASSE LATERIZIO
WALL HOUSING FOR MASONRY WALL

LED

220V CRI90

LED Disponibili a richiesta nella temperatura colore 2700 °K


