
255BI

Turned flush mounting hideaway 
spotlight with grooved satin 
lighting section. Ceiling mounted 
installation for brightening small 
and large areas. Available in 2 
sizes and 2 power levels.  LED 
illumination that does not require 
power supply. Available in: white 
(BI).
Available with 3000 °K or 2700 

°K LED colour temperature.
Photometric on page 94.

Faretto in alluminio tornito
da incasso a scomparsa 
con parte luminosa satinata 
multirigata. Utilizzabile a soffitto 
per illuminare piccoli e grandi 
spazi.
Disponibile in 2 dimensioni
e due potenze.
Illuminazione a led che non 
necessita di alimentatore.
Finiture colore: bianco (BI).
Disponibile nella temperatura 

colore LED 3000 °K e 2700 °K.
Fotometrie a pag. 94.
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Art. W V Lumen ° K Led A cm B cm C cm

DARMA10 8,5 220 700 3000 7 6,5 12,5
DARMA17 17 220 1350 3000 10 8 16

Schema di montaggio controcasse per cartongesso / Assembly instructions for outer casing plasterboard
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Registered design

Energy class A++, A+, A

Modello depositato

Classe energetica A++, A+, A

LED

220V CRI90

LED Disponibili a richiesta nella temperatura colore 2700 °K


