
271

Marco Pagnoncelli - 2013

FAFOBI

Spotlight in turned aluminium 
for trimless recessed installation. 
Lighting part satin-finished 
recessed in the wall. Suitable for 
ceiling lighting-both small and big 
spaces. Available in 3 measures 
and different powers. Supplied 
with 220V LEDs not requiring a 
power supply unit.
Available in: white liquid enamel 
(BI), gold leaf (FO), silver leaf 
(FA).
Available with 3000 °K or 2700 

°K LED colour temperature.
Photometric on page 94.

Faretto in alluminio tornito da 
incasso a scomparsa con parte 
luminosa satinata rientrata rispetto 
al filo parete. Utilizzabile a 
soffitto per illuminazione di piccoli 
e grandi spazi. Disponibile in 
3 dimensioni e varie potenze. 
Illuminazione a LED 220V che 
non necessita di alimentatore. 
Finiture colore: bianco laccato a 
liquido (BI), foglia oro (FO), foglia 
argento (FA).
Disponibile nella temperatura 

colore LED 3000 °K e 2700 °K.
Fotometrie a pag. 94.

K O N E

Energy class A++, A+, A

Registered designModello depositato

Classe energetica A++, A+, A

Art. W V Lumen ° K Led A cm B cm C cm D cm E cm

KONE7 4,5 220 350 3000 4,7 7 6 4,7 8,5
KONE9 10 220 700 3000 5,9 9 8 4,7 8,5
KONE12 17 220 1300 3000 8,9 12 10 7,7 11,5
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cod.
CA.7
CA.9
CA.12

cod.
CA.7L
CA.9L
CA.12L

Controcassa
Gesso

COD. CONTROCASSE CARTONGESSO
WALL HOUSING FOR PLASTERBOARD

COD. CONTROCASSE LATERIZIO
WALL HOUSING FOR MASONRY WALL

LED

220V CRI90

LED Disponibili a richiesta nella temperatura colore 2700 °K


