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Recessed installation lamp with 
body/diffuser in aluminium 
(thickness 2mm).
Supplied with 220V LEDs not 
requiring a power supply unit. 
It can be suitable for modular 
realisation: with single luminaires 
different arrangement can be 
created. Possible dimming (code 
DIMMER=DIM1).
Available with 3000 °K or 2700 
°K LED colour temperature.

Lampada da incasso con corpo/
diffusore in alluminio 2 mm di 
spessore dove alloggiano luci a 
LED 220V che non necessitano di 
alimentatore.
Lampada adatta a composizioni: 
acquistando elementi singoli si 
possano eseguire differenti forme.
Possibilità di essere dimmerata 
(cod. DIMMER=DIM1).
Disponibile nella temperatura 
colore LED 3000 °K e 2700 °K.
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Classe energetica A++, A+, A

Modello depositato Registered design

Energy class A++, A+, A
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Art. W V Lumen °K Led A cm B cm C cm

SWING1i 4,5 220 350 3000 14,5 1,8 10
SWING2i 9 220 700 3000 16 1,8 12
SWING4i 18 220 1400 3000 24 1,8 17

cod. DIMMER=DIM1

Schema di montaggio controcasse per cartongesso
Assembly instructions for outer casing plasterboard
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LED

220V
CRI90

LED Disponibili a richiesta nella temperatura colore 2700 °K


